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test the steering systems of the vessel 
and make them available for inspec-
tion to the extent necessary to deter-
mine that they are in suitable condi-
tion and fit for the service intended. 
Servo-type power systems, such as 
orbitrol systems, must be tested and 
capable of smooth operation by a single 
person in the manual mode, with hy-
draulic pumps secured. 

§ 115.816 Miscellaneous systems and 
equipment. 

At each initial and subsequent in-
spection for certification the owner or 
managing operator shall be prepared to 
test and make available for inspection 
all items in the ship’s outfit, such as 
ground tackle, navigation lights and 
equipment, markings, and placards, 
which are required to be carried by the 
regulations in this subchapter, as nec-
essary to determine that they are fit 
for the service intended. 

§ 115.818 Sanitary inspection. 

At each inspection for certification 
and at every other vessel inspection, 
quarters, toilet and washing spaces, 
galleys, serving pantries, lockers, and 
similar spaces may be examined to de-
termine that they are serviceable and 
in a sanitary condition. 

§ 115.830 Unsafe practices. 

(a) At each inspection for certifi-
cation and at every other vessel inspec-
tion all observed unsafe practices, fire 
hazards, and other hazardous situa-
tions must be corrected and all re-
quired guards and protective devices 
must be in satisfactory condition. 

(b) At each inspection for certifi-
cation and at every other vessel inspec-
tion the bilges and other spaces may be 
examined to see that there is no exces-
sive accumulation of oil, trash, debris, 
or other matter that might create a 
fire hazard, clog bilge pumping sys-
tems, or block emergency escapes. 

§ 115.840 Additional tests and inspec-
tions. 

The cognizant OCMI may require 
that a vessel and its equipment under-
go any additional test or inspection 
deemed reasonable and necessary to de-
termine that the vessel and its equip-

ment are suitable for the service in 
which they are to be employed. 

Subpart I—International Conven-
tion for Safety of Life at Sea, 
1974, as Amended (SOLAS) 

§ 115.900 Applicability. 

(a) Except as otherwise provided in 
this subpart, a mechanically propelled 
vessel of the United States, which car-
ries more than 12 passengers on an 
international voyage must be in com-
pliance with the applicable require-
ments of the International Convention 
for Safety of Life at Sea, 1974, as 
Amended (SOLAS), to which the 
United States Government is currently 
a party. 

(b) SOLAS does not apply to a vessel 
solely navigating the Great Lakes and 
the St. Lawrence River as far east as a 
straight line drawn from Cap des 
Rosiers to West Point, Anticosti Island 
and, on the north side of Anticosti Is-
land, the 63rd Meridian. 

§ 115.910 Passenger Ship Safety Cer-
tificate. 

(a) A vessel that carries more than 12 
passengers on an international voyage 
must have a valid SOLAS Passenger 
Ship Safety Certificate. The Com-
mandant issues the original SOLAS 
Passenger Ship Safety Certificate after 
receiving notification from the cog-
nizant OCMI that the vessel complies 
with the applicable SOLAS regula-
tions. Subsequent SOLAS Passenger 
Ship Safety Certificates are issued by 
the cognizant OCMI unless any changes 
to the vessel or its operations have oc-
curred that changes the information on 
the certificate, in which case the Com-
mandant will reissue the certificate. 

(b) The route specified on the Certifi-
cate of Inspection and the SOLAS Pas-
senger Ship Safety Certificate must 
agree. 

(c) A SOLAS Passenger Ship Safety 
Certificate is issued for a period of not 
more than 12 months. 

(d) The SOLAS Passenger Ship Safe-
ty Certificate may be withdrawn, re-
voked, or suspended at any time when 
the vessel is not in compliance with ap-
plicable SOLAS requirements. 
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